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P R I C E L I S T

86110

86111

86112

86113

86114

86115

CODE COLOUR

+ Transformer 12V Selection

+ Control Gear Selection HIT

+ Control Gear Selection HIT

+ Control Gear Selection HIT

+ Control Gear Selection HIT

Without

Control Gear

DESCRIPTION Hole L x W H

T700 1xmax. 100W QR111 / G53 132x132 131x131 100

T701 1xmax. 100W PAR30 / E27 132x132 131x131 120

T702 1xmax. 70W HI-PAR30 / E27 132x132 131x131 140

T703 FL 1xmax. 150W HIT-CE / G12 153x153 152x152 150

T704 SP 1xmax. 150W HIT-CE / G12 153x153 152x152 150

T705 1xmax. 70W HI-PAR111 / GX8.5 132x132 131x131 140

T700

(RECESSED DOWNLIGHTS)

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

• Steel body.
• Installation frame from steel
• Reflector optic made of pure aluminium with facetted structure-
Spot: glossy or Flood: matt, for luminaires using HIT-CE.

P R I C E L I S T

86121

86122

86123

86124

86125

86126

CODE COLOUR

+ Transformer 12V Selection

+ Control Gear Selection HIT

+ Control Gear Selection HIT

+ Control Gear Selection HIT

+ Control Gear Selection HIT

Without

Control Gear

DESCRIPTION Hole L x W H

T710 2xmax. 100W QR111 / G53 273x132 272x131 100

T711 2xmax. 100W PAR30 / E27 273x132 272x131 120

T712 2xmax. 70W HI-PAR30 / E27 273x132 272x131 140

T713 FL 2xmax. 150W HIT-CE / G12 306x153 305x152 150

T714 SP 2xmax. 150W HIT-CE / G12 306x153 305x152 150

T715 2xmax. 70W HI-PAR111 / GX8.5 273x132 272x131 140

T710

(RECESSED DOWNLIGHTS)

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

• Steel body.
• Installation frame from steel
• Reflector optic made of pure aluminium with facetted structure-
Spot: glossy or Flood: matt, for luminaires using HIT-CE.

PAR 30
OSRAM: HALOSPOT 111

PHILIPS: ALULINE 111

OSRAM: HCI-R 111

PHILIPS: CDM-R 111

OSRAM: HCI-T

PHILIPS: CDM-T

OSRAM: HCI-PAR 30

PHILIPS: CDM-R 30

QR111 HI-PAR30

HIT-CE

G12

HI-PAR111

PAR 30
OSRAM: HALOSPOT 111

PHILIPS: ALULINE 111

OSRAM: HCI-R 111

PHILIPS: CDM-R 111

OSRAM: HCI-T

PHILIPS: CDM-T

OSRAM: HCI-PAR 30

PHILIPS: CDM-R 30

QR111 HI-PAR30

HIT-CE

G12

HI-PAR111

P R I C E L I S T

86142

86143

86144

86145

86146

86147

CODE COLOUR

+ Transformer 12V Selection

+ Control Gear Selection HIT

+ Control Gear Selection HIT

+ Control Gear Selection HIT

+ Control Gear Selection HIT

Without

Control Gear

DESCRIPTION Hole L x W H

T720 3xmax. 100W QR111 / G53 401x132 400x131 100

T721 3xmax. 100W PAR30 / E27 401x132 400x131 120

T722 3xmax. 70W HI-PAR30 / E27 401x132 400x131 140

T723 FL 3xmax. 150W HIT-CE / G12 457x153 456x152 150

T724 SP 3xmax. 150W HIT-CE / G12 457x153 456x152 150

T725 3xmax. 70W HI-PAR111 / GX8.5 401x132 400x131 140

T720

(RECESSED DOWNLIGHTS)

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

• Steel body.
• Installation frame from steel
• Reflector optic made of pure aluminium with facetted structure-
Spot: glossy or Flood: matt, for luminaires using HIT-CE.

PAR 30
OSRAM: HALOSPOT 111

PHILIPS: ALULINE 111

OSRAM: HCI-R 111

PHILIPS: CDM-R 111

OSRAM: HCI-T

PHILIPS: CDM-T

OSRAM: HCI-PAR 30

PHILIPS: CDM-R 30

QR111 HI-PAR30

HIT-CE

G12

HI-PAR111

1 2 3 4 5 6 7

INSTALLATION

Colour Codes:

1 White 2 Titan 3 Black 4 Chrome 5 matt Alum. 6 Gold 7 matt Gold 8 Bronze 9 Anodized
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P R I C E L I S T

86168

86169

86170

86171

86172

86173

CODE COLOUR

+ Transformer 12V Selection

+ Control Gear Selection HIT

+ Control Gear Selection HIT

+ Control Gear Selection HIT

+ Control Gear Selection HIT

Without

Control Gear

DESCRIPTION Hole L x W H

T730 4xmax. 100W QR111 / G53 271x271 270x270 100

T731 4xmax. 100W PAR30 / E27 271x271 270x270 120

T732 4xmax. 70W HI-PAR30 / E27 271x271 270x270 140

T733 FL 4xmax. 150W HIT-CE / G12 306x306 305x305 150

T734 SP 4xmax. 150W HIT-CE / G12 306x306 305x305 150

T735 4xmax. 70W HI-PAR111 / GX8.5 271x271 270x270 140

T730

(RECESSED DOWNLIGHTS)

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

• Steel body.
• Installation frame from steel
• Reflector optic made of pure aluminium with facetted structure-
Spot: glossy or Flood: matt, for luminaires using HIT-CE.

PAR 30
OSRAM: HALOSPOT 111

PHILIPS: ALULINE 111

OSRAM: HCI-R 111

PHILIPS: CDM-R 111

OSRAM: HCI-T

PHILIPS: CDM-T

OSRAM: HCI-PAR 30

PHILIPS: CDM-R 30

QR111 HI-PAR30

HIT-CE

G12

HI-PAR111

P R I C E L I S T

86184

86185

86186

86187

86188

86189

86191

CODE COLOUR

+ Transformer 12V Selection

+ Control Gear Selection HIT

+ Control Gear Selection HIT

+ Control Gear Selection HIT

+ Control Gear Selection HIT

+ Control Gear Selection + Transf. 12V

Without

Control Gear

DESCRIPTION Hole L x W H

T750 4xmax. 100W QR111 / G53 531x132 530x131 100

T751 4xmax. 100W PAR30 / E27 531x132 530x131 120

T752 4xmax. 70W HI-PAR30 / E27 531x132 530x131 140

T753 FL 4xmax. 150W HIT-CE / G12 606x153 605x152 150

T754 SP 4xmax. 150W HIT-CE / G12 606x153 605x152 150

T755 4xmax. 70W HI-PAR111 / GX8.5 531x132 530x131 140

T757 2xmax. 100W QR111+2xmax. 150WHIT-CE 606x153 605x152 150

T750

(RECESSED DOWNLIGHTS)

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

White, Titan, Black

• Steel body.
• Installation frame from steel
• Reflector optic made of pure aluminium with facetted structure-
Spot: glossy or Flood: matt, for luminaires using HIT-CE.

PAR 30
OSRAM: HALOSPOT 111

PHILIPS: ALULINE 111

OSRAM: HCI-R 111

PHILIPS: CDM-R 111

OSRAM: HCI-T

PHILIPS: CDM-T

OSRAM: HCI-PAR 30

PHILIPS: CDM-R 30

QR111 HI-PAR30

HIT-CE

G12

HI-PAR111

1 2 3 4 5 6 7

INSTALLATION

Colour Codes:

1 White 2 Titan 3 Black 4 Chrome 5 matt Alum. 6 Gold 7 matt Gold 8 Bronze 9 Anodized
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