| WALL LIGHTING - EXTERIOR SURFACE MOUNTED

FOCUS

A floodlight with LED technology and high protection degree (IP67). It is ideal for outdoor lighting and for impressive highlighting of facades.

Technical Features

- Body from die-cast aluminium, painted electrostatically in selected Upon request:
colour. Available with highest colour rendering index (CRI)
- Beam distribution polycarbonate reflector.
- Tempered protection glass 5mm.
- Silicone sealant.
- Pure light without IR/UV radiation.
- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.
- Supplied with 3x1mm NEOPRENE 1,5m cable.

456 www.petridis-lighting.gr



| WALL LIGHTING - EXTERIOR

SURFACE MOUNTED

FOCUS

FOCUS
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- Beams: Medium, Wide.

- Aluminium body.

- Polycarbonate reflector.

- Tempered protection glass.

- Efficiency:
50W: 5000 K: 4520 Lumen, CRI: min. 75
50W: 4000 K: 3960 Lumen, CRI: min. 75
50W: 3000 K: 3960 Lumen, CRI: min. 80

| Code | Desoription | Ko
84727mmm - FOCUS LED 50W 2,700

AR 111
PHLIFE ALSUIE 11

FOCUS - Antiglare

C€E 7 ss0c o7

Included

- Version for QR111/G53 and LED QR111/G53.
- Aluminium body.
- Tempered protection glass.

Description
847032 FOCUS QR111 max.50W 2,700
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CE &/ ssc o7

- Beams: Medium, Wide.

- Aluminium body.

- Polycarbonate reflector.

- Tempered protection glass.

- Efficiency:
50W: 5000 K: 4520 Lumen, CRI: min. 75
50W: 4000 K: 3960 Lumen, CRI: min. 75
50W: 3000 K: 3960 Lumen, CRI: min. 80

m Description

84747mmm . FOCUS LED 50W (Antiglare) 3,200

2

LIPS ALSUE 11

www.petridis-lighting.gr

CE &/ s50¢ P67

Included

- Version for QR111/G53 and LED QR111/G53.
- Aluminium body.
- Tempered protection glass.

[ Code | Description Kg
84704~  FOCUS QR111 max.50W 3,200
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FOCUS
FOCUS MINI
- Beams: Spot, Wide.
C€ 7/ 80C PO Alyminium body.
(A - Polycarbonate reflector. 8
) - Tempered protection glass. (I gioc
. : - Efficiency: A —
4 ] 18W: 5000 K: 1500 Lumen, CRI: min. 75 !
g = S 18W: 4000 K: 1320 Lumen, CRI: min. 75 RS /8
LED @ B 18W: 3000 K: 1320 Lumen, CRI: min. 80 /= |
o | o1
g | Code | Descripton | Ko |
84712mmm = FOCUS MINILED 18W 2,300
LED COLOUR CODES: BEAM CODES: Colour Codes:

ECold BWarm ENeutraI m spot @ medium @ wide 2 Colours l White g Titan g Black E Anthracite

FOCUS ACCESSORY

- Aluminium picket.

e V¥
I | Code | Desoription | Ko _|

804605  Picket 0,500
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