| WALL LIGHTING - EXTERIOR RECESSED MOUNTED

TYCO

Wall mounted luminaire, with plain and accurate design, for outdoor applications.

Technical Features

- Aluminium body, painted electrostatically in selected colour.
- Sandblasted glass.

- Metal blind.

- Silicone sealant.

For LED Version

- Pure light without IR/UV radiation.

- 4W with 100 Im / Watt efficiency.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with 220-240V AC 0-50Hz.
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- Aluminium body.
e P54 . sandblasted glass.
- Silicone sealant.
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m Description

85702 TycoS 1x20WQT-LP9/G4 0,400

- Aluminium body.
(€ VY P58 _ Sandblasted glass.
- Silicone sealant.
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m Description
857012 TycoR 1x20WQT-LP 9/ G4 0,400

- Aluminium body.
(€ V P54 . sandblasted glass.

- Metal blind.

- Silicone sealant.
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| Code | Description

85799  TycoRB 1x20W QT-LP9/G4 0,400

Colour Codes: )
1 White |2 Titan | § matt Alum.
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TYCO LED
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IP 54

2N AC
50Hz

- Aluminium body.

- Sandblasted glass.

- Silicone sealant.

- Power LED 230V AC/50Hz.

- Efficiency:
4W: 3000 K: 400 Lumen, CRI: min. 80
4W: 4000 K: 400 Lumen, CRI: min. 80

m Description

857952 Tyco S Led 4W 230V AC Warm 0,400
85796=  Tyco S Led 4W 230V AC Neutral 0,400
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- Aluminium body.

- Sandblasted glass.

- Silicone sealant.

- Power LED 230V AC/50Hz.

- Efficiency:
4W: 3000 K: 400 Lumen, CRI: min. 80
4W: 4000 K: 400 Lumen, CRI: min. 80

| Code | Description | Ko

85797 Tyco R Led 4W 230V AC Warm 0,400
85798-  Tyco R Led 4W 230V AC Neutral 0,400
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Colour Codes:

1 White |2 Titan 5 matt Alum.

Qutercasing
968

103x103x70mm

Outercasing
967

@97x 70mm
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IP 54

230V AC
50Hz

- Aluminium body.
- Sandblasted glass.
- Metal blind.
- Silicone sealant.
- Power LED 230V AC/50Hz.
- Efficiency:
4W: 3000 K: 400 Lumen, CRI: min. 80
4W: 4000 K: 400 Lumen, CRI: min. 80
Description
85822 Tyco RB Led 4W 230V AC Warm 0,400
85823 Tyco RB Led 4W 230V AC Neutral 0,400
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TRANSFORMERS 12V AC

DESCRIPTION

ELECTRONIC 10-60W
ELECTRONIC 10-70W
ELECTRONIC 35-105W
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800006

800007
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